
SPE CONNECTOR

ITEM PICTURE STANDARD: 63171-6 ED2
DESCRIPTION

P/N INTERFACE IP
RATING

ORIENTATION LED LOCK
TYPE

OPERATING
TEMP.

PACKING

1 IP20 2pin RA/ w/o LED SPEC2001 IP20 2pin IP20 R/A No Latch lock -40 to +85℃ 400pcs/REEL/CARTON
N.W.: 480g /CTN
G.W.:2.2 KGS/CTN

2 IP20 2pin RA/ w LED SPEC2002 IP20 2pin IP20 R/A Yes Latch lock -40 to +85℃ Tray/400pcs/CARTON
N.W.: 880g /CTN
G.W.:3 KGS/CTN

3 IP67 M8 4pin RA/ w/o LED SPEC6701 M8 Hybird 4pin Mating IP67 R/A No Screw lock -40 to +85℃ 20pcs/tray; 200pcs/CTN
Size: 340x170x123mm
N.W.: 1.24KG/CTN
G.W.: 1.50KG/CTN

4 IP67 M8 4pin Vert./ w/o LED SPEC6702 M8 Hybird 4pin Mating IP67 Vertical No Screw lock -40 to +85℃ 20pcs/tray; 200pcs/CTN
Size: 340x170x123mm
N.W.: 1.12KG/CTN
G.W.: 1.40KG/CTN

5 IP67 M8 4pin RA/ Non M8 screw/ w/o LED SPEC6703 M8 Hybird 4pin Mating IP67 R/A No Screw lock -40 to +85℃ 20pcs/tray; 200pcs/CTN
Size: 340x170x123mm
N.W.: 1.06KG/CTN
G.W.: 1.30KG/CTN

6 IP67 M8 4pin Vert./Non M8 screw/ w/o LED SPEC6704 M8 Hybird 4pin Mating IP67 Vertical No Screw lock -40 to +85℃ 20pcs/tray; 200pcs/CTN
Size: 340x170x123mm
N.W.: 0.92KG/CTN
G.W.: 1.20KG/CTN

7 IP67 M8 4pin Vert./Non M8 screw/ w/o LED &
GND pin

SPEC6704WG M8 Hybird 4pin Mating IP67 Vertical No Screw lock -40 to +85℃ 20pcs/tray; 200pcs/CTN
Size: 340x170x123mm

8 IP67 M8 4pin RA/ w/ LED SPEC6713 M8 Hybird 4pin Mating IP67 R/A Yes Screw lock -40 to +85℃ 20pcs/tray; 200pcs/CTN
Size: 340x170x123mm

9 IP67 M8 4pin Vert./ w/ LED SPEC6714 M8 Hybird 4pin Mating IP67 Vertical Yes Screw lock -40 to +85℃ 20pcs/tray; 200pcs/CTN
Size: 340x170x123mm


